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“”*”“*%%*x“*““%*uwkﬁk SECTION IV-FIRE AND EXPLOSION DATA scksckioiidkkskdoiioidos
oY CAT GORY COMBUSTIBLE LIQUID FLASH POINT 102.0 DEG F.
OSHA CATEGDRY COMBUSTIBLE LIQUID-CLASS II (CLOSED CUPD 38.9 DEG C.

LOWER EXPLGSIVE LIMIT SEE II

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTION ASSOCIATION CLASS B
EXTINGUISHERS (CARBON DIDXIDE, ORY CHEMICAL OR FOAM).

UNUSUAL FIRE AND EXPLOSIDN HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. TISOLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND OPEN FLAME, CLOSED CONTAINERS MAY
EXPLODE WHEN EXPOSED TO EXTREME HEAT. DO NOT APPLY TO HOT SURFACES.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
8¢ USED TO CDOL CLOSED CONTAINERS TO PREVENT PRESSURE BUTILOD-UP AND POSSIBLE
AUTO IGNITION DR EXPLOSION WHEN EXPOSED TO EXTREME HEAT. IF WATER IS USED, FOG
NGZILES ARE PREFERABLE.

sesie e sesolokikksolokokok okl SECTION V-HEALTH HAZARD DATA soleisiclolsksiuioksksokdiorndsiniokisk
THRESHOLD LIMIT VALUE: SEF II (NDT ESTABLISHED FOR PRDDUCT)D

EFFECTS OF OVEREXPOSURE: '

INHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVDUS
SYSTEM DEPRESSION CHARACTERIZED BY HEADACHE, DIZZINESSy STAGGERING GAIT,
CONFUSIDON, UNCONSCIOUSNESS OR COMA.

S¥™N QR EYE CONTACT: PRIMARY IRRITATION.

N .

EMERGENCY AND FIRST AID PROCFDURES: INHALATION: REMOVE FROM EXPOSURE.

RESTORE BREATHING. KEEP WARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIAN. EYE CONTACT: FLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIAN.

oo ek ekl ok ekokiekk SECTION VI-REACTIVITY DATA sokschisioiokdsokiokokslorsior ok ok
STABILITY: UNSTABLE X STABLE

INCOMPATIBILITY (MATERI&LS TO AVOID):

HAZARDDUS DECOMPOSITION PRODUCTS:
PRODUCTS OF COMBUSTION ARE HAZARDQUS

HAZARDOUS POLYMERIZATION? MAY OCCUR X WILL NOT OCCUR

CONDITIONS TQ AVOIOD:
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